










ONE Device 
for different environments  

Temporary camping 
security solution

Camouflage Pattern 
Covers Options
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PATENT PENDING
Innovation Design & Technology

ProVista Trail Camera 
with Interchangeable Covers

ProVista trail camera Shadow X & 4GX with interchangeable covers allows 
users to choose a suitable covers style for the surrounding environment 
where the device is going to be used. 

WiFi VersionShadow X 

4G LTE Version Shadow 4GX

Features:
Night Vision: 850nm IR auto cut, range: 20m (66 feet)
Memory: SD Card (4GB-128GB) 
LCD Screen: 2” TFT color Display
Shooting Numbers: 1-9
Battery: AA battery x 8 / External DC: 12V
Operations Temp: -25°C to 60°C
Waterproof rating: IP65
Certification: CE, FCC, RoHS

Image sensor: 1/3” 4 Mega Pixels color CMOS 
Lens: F=2.4, FOV 42° / 51°
PIR: 65° /100°, 20m (65 feet)
Video (H.264) Resolution: FHD (1920 X1080) / 
HD (1280 x 720) / 480P (640 x 480)
Video Length: 5-90s (programmable)
Image Size: 2MP / 4MP / 8MP / 16MP
Trigger Time: 0.2s
Connectivity Technology: WiFi
Stand-by Time: 5-8 months

Image sensor: 1/2.5” 5 Mega Pixels color CMOS 
Lens: F=2.4, FOV 51° diagonal
PIR: 65°, 20m (66 feet)
Video (H.264) Resolution: 2K (2560 x 1440 
@30FPS) / FHD (1920 x 1080) / HD (1280 x720)
Video Compression with Audio: H.264
Video Length: 5-180s (programmable)
Image Size: 2MP / 4MP / 8MP / 16MP / 32MP
Trigger Time: 0.3s
Connectivity Technology: 4G LTE (Nano Sim)
Support: Mobile Apps (Android/iOS) 
with Cloud, GPS
Stand-by Time: 6-8 months
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ProVista Trail Camera 
Model Comparison

Screws MountStrap Mount 

Accessories:

Model Shadow X Shadow 4GX

Connectivity WiFi 4G LTE (Nano Sim)

Image Sensor 1/3” 4 Mega Pixels Color CMOS 1/2.5” 5 Mega Pixels Color CMOS

IR Type 850nm IR Auto Cut

IR Range 20m (66 feet)

Memory SD Card (4GB - 128GB)

Lens F=2.4, FOV 42º / 51º F=2.4, FOV 51º Diagonal

PIR 65º / 100º, 20m (66 feet) 65º, 20m (66 feet)

LCD Screen 2” TFT Color Display

Video Compression with 
Audio MJPEG H.264

Video Resolution FHD (1920 x 1080) / 
HD (1280 x 720) / 480P (640 x 480)

2K (2560 x 1440 @30FPS) / 
FHD (1920 x 1080) / HD (1280 x 720)

Video Length 5-90s (Programmable) 5-180s (Programmable)

Image Size 2MP / 4MP / 8MP / 16MP 2MP / 4MP / 8MP / 16MP / 32MP

Shooting Numbers 1 - 9

Trigger Time 0.2s 0.3s

Battery 8 x AA Battery

External DC Power Supply 12V

Stand-by Time 5-8 months 6-8 months

Others - Support: Mobile Apps (Android/iOS) 
with Cloud, GPS

Operations Temperature -20ºC to 60ºC

Waterproof Rating IP65

Certification CE, FCC, RoHS

Security Box
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Complete Power Solution
www.provistahk.com
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